
LAD Series

FEATURES:

● Constant current mode

● Protection: SCP / OCP

● Operating ambient temp.: -20 ℃ ~ +60 ℃ at full load

● RoHS
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● Suitable for Landscape lighting application

● Input: 8-18 Vac / 8-26 Vdc (Rated voltage)

LED Driver

0.38~0.42

LAD010N451NSN0

DC OUTPUT

POWER(W)
MODEL

PRODUCT SPECIFICATION

● Step-down converter

90%-0.241~0.271

-

5.6

N/A

See note [1]

2.8-22

N/A

Output Current Regulation
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Inrush Current 

Operating Temperature (Ta)

Min.

Storage Temperature

Storage Humidity

Over Voltage Protection

LAD009N401NSN0 8.8 2.8-22

Typ.

80 Non-condensing

24.1*22.3*15.6mm【0.95*0.88*0.61 inch】for LAD011N701NSN0, otherwise models are 24.1*22.3*11.9mm【0.95*0.88*0.47inch】

Min.

-20

-20 60

N/A

Operating Humidity 10

10 95 Non-condensing

Short Circuit Protection

Operating Case Temperature (Tc)

Environmental Conditions

N/A

Max.

Non-condensing

Auto recovery

Ripple Current N/A

Conditions/Description

Over Temp Protection (Tc)

N/A

Turn-on Delay Time 1

Max. Conditions/DescriptionTyp.

Protection Functions

Ripple and Noise (pk-pk) 2.5 20MHz Bandwidth. See note [3]

N/A

Load Regulation N/A

Min. Max.

Output  Specifications

Conditions/Description

Line Regulation

Power Factor (PF)
N/A

Total Harmonics Distortion (THD)

1.4

Input Frequency Range For AC Input60

Input Current

90%

Measured by input voltage 12VAC and output voltage 9 VDC

Input Voltage Range (Vac) 8 18

Typ.Min. Max.

OUTPUT

CURRENT

TOLERANCE

10.5 0.665~0.735

Non-condensing

0.167~0.191

N/A

LAD011N701NSN0

88%

90%

LAD004N181NSN0 3.9

2.8-15

2.8-22 0.33~0.37

LAD005N261NSN0

Input  Specifications

N/A

N/A

LAD003N131NSN0 2.9 0.118~0.148

DC OUTPUT

VOLTAGE

(V)

26

9.9 0.42~0.48

7.7

2.8-22

2.8-22

EFFICIENCY (Typ.) Power Factor (Typ.)

-

-

-

85% N/A

N/A

N/A

88%

88%

Input Voltage Range (Vdc) 8

Conditions/Description

N/A

2.8-22

LAD008N351NSN0

-

-

Life Time Measured input voltage 12 Vdc, Output voltage 9 Vdc, 45,000 hours at Ta 25°C

6

Dimensions(L*W*H)

Weight

 

L A D 

Landscape 
AC-DC 

□ □ □ 

Pout 

003 = 3W 

N 

Safety 

N = N/A 

□ □ □ 

Iout 

401 = 
400mA  

N 

Dim 
Function 

N= Non dimmable 

S 

Input 
Voltage 

S=SELV 

N 

Aux Voltage 

N = Non Aux 

0 

Version 
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LAD Series

LED Driver

 

(1) In order to regulate the input  voltage must be a minimum of 3 V higher than the output voltage.

(2) All specifications are measured at Ta 25℃.

(3) Ripple and noise are measured at 20MHz of bandwidth with a 0.1uF & 47uF parallel capcitor.

＊Please contact sales@linkcom.com.tw, sales@linkcomusa.com for more information

DERATING CURVE

N/A

N/A

N/A
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Electrical Fast Transient 

Surge Immunity

Power Frequency Magnetic Field

Conducted RF Disturbances

N/A

N/A

N/A

N/A

Notes

EMS Standards

Electrostatic Discharge (ESD)

RF Electromagnetic Field

Susceptibility

N/A

＊REFERENCE: www.linkcom.com.tw

Voltage Dips N/A

Conducted and Radiated Emmission

Harmonic Current Emissions

N/A

EMC Compliance 

Voltage Fluctuations & Flicker

EMC Compliance and Safety

Linkcom Manufacturing Co., Ltd.
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LAD Series

LED Driver

 

DIMENSIONS (LAD010N451NSN0 / LAD009N401NSN0 / LAD008N351NSN0 / LAD005N261NSN0 / LAD004N181NSN0 / LAD003N131NSN0)

DIMENSIONS ( LAD011N701NSN0 )

＊Please contact sales@linkcom.com.tw, sales@linkcomusa.com for more information

＊REFERENCE: www.linkcom.com.tw
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